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Remember to Clock In tomorrow morning!

Fingerprint Recognition
Time & Attendance Terminal

A smart time clock system built to take
on the demands of growing businesses.

Built with the average average business owner in mind, the Timelogix TL250 biometric
time clock terminal offers a whole new level of accuracy and dependability. A sleek and
easy to use interface keeps you up to date on the attendance of your workforce as well

as wproviding your employees a place to check their schedules and clock-in’s.
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SCHEDULE VERICATION CUSTOM MESSAGING CUSTOM QUESTION

Use verification methods to check Create custom messages for your Create custom questions for your

your schedule on the time clock. employees upon clock in or out. employees upon clock in or out.
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PIN ENTRY OPTIONAL PASSWORD PROTECTED WORKS OFFLINE
Yes, Forgot your RFID Card? Clock Ensure only the right people have Continue collecting time data and

in on the time clock with pin entry. access to advanced menu prompts. will push data on WiFi reconnection.



Intutive

Wi-Fi

User

Notification Alerts

4.3 Touchscreen

Advance LCD Display
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Multiple Languages

English
Spanish
French

& More
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Intelli

Advance Biometrics

Fingerprint Sensor

Card Reader

Proximity RFID

Texas Instruments

ARM A8 Processor

PoE

Power over Ethemet

Specifications

DIMENSIONS BIOMETRICS

Fingerprint Technology: Patented
Multi spectral imaging

Image resolution: 500DPI
Scanning area: 17.4 mm x 13mm
Identification Methods: 1:1 or 1:N

Height: 5 inches
Width: 6.5 inches
Deep: 2.75 inches

COMMUNICATION
INTERFACE

10/100 Auto sensing ethernet
with DHCP

Wi-Fi

1 Programmable Universal Relay

DISPLAY Fingerprint capacity: 1000 / RS232 (COM)
4 3 inches (up to 10,000 optional) Barcode & Magnetic Stripe
Capacitive 5-Point touch Image Standards: ANSI378, ISO1974 (Optional)
Color LCD Certified with Minex, PIV, and most Wiegand
industry biometric standards and
POWER interoperability

Power: DC 12 Volts
Current (Operational): 2A

PROCESSOR AND MEMORY DOOR ACCESS CONTROL

TI ARM A8 Cortex 1 Ghz
4GB Flash Memory, 512 RAM

Universal relay connects directly
to any 12V electronic door lock

AUTHENTICATION
METHODS

Smart Card & Pin Number
Optional: Barcode & Magnetic
Stripe

WHAT’S INCLUDED IN THE BOX?

One TL250, Power Adapter, Xenio Instruction Guide, Wall Mount, Screws, Wall Anchors, Wall Mount Screw, Cover Plate
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